
AnshanJiapeng-MAINTENANCE SPARE PARTS for Oil Free Oxygen
Compressor High Pressure Oxygen Booster

Basic Information

China

Anshan Jiapeng

CE and ISO9001

ALL in form

1

Wooden Case

With in 5 days

500 Pieces

Product Specification

Closed Type

Multistage

Ammonia

3~4bar

150 To 200bar Adjustable

380 To 540kg

1450*1100*1250mm

70+36+20

470 To 720

10 To 20 Days

Woodencase

0~150Nm3/h

841480

500 Pieces

for m
ore products please visit us on psa-generators.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Packaging Details:

Delivery Time:

Supply Ability:

Structure Type:

Compress Level:

Refrigerant Type:

Inlet Pressure:

Outlet Pressure:

Weight:

Size:

Cylinder Diameter:

Rev R/Min:

Leadtime:

Transport Package:

Specification:

HS Code:

Production Capacity:

Eco-Tech Suzhou Limited
psa-generators.com
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Product Description

Product Description

To the oxygen generator end users:

During Y2021 China have exported a lot of PSA oxygen generator worldwide together with High pressure booster to support
medical assistance for the pandemic.
For PSA oxygen generator is a set of air separation system, which needs good maintenance to ensure a longer service life of
the whole system.
Maintenance schedule is almost like this:
PSA Oxygen Generator maintenance schedule ---Just for reference

Equipment Maintenance
components Unite 1 time

maintainence Qty
1 Year
maintainence times 1 Year Qty Maintainence

Schedule

Air compressor

Air filter element Piece 1 4 4
At
(500)+3000+6000+
9000 running Hours

Oil filter element Piece 1 5 5
At
(500)+3000+6000+
9000 running Hours

Air-Oil separator
replacement Piece 1 2 2

At
3000+6000+9000
running Hours

lubricating oil bucket 1 2 2
At
(500)+3000+6000+
9000 running Hours

air filtration

Air Filter C/T/A
grade Sets 1 2 2 At 4000+8000

running Hours

Active carbon kg engough 2 20 At 4000+8000
running Hours

Jiapeng high
pressure oxygen
booster

First stage piston
ring Piece 4 5 20

At
1500+3000+4500+
6000+7500H

Second stage
piston ring Piece 6 5 30

Third stage piston
ring Piece 10 5 50

First-stage piston
guide ring Piece 1 5 5

Second-stage
piston guide ring Piece 1 5 5

Third-stage piston
guide ring Piece 2 5 10

liner band Piece 20 5 100
First stage suction
valve plate Piece 1 3 3

At
3000+6000+9000 H

Two stage suction
valve plate Piece 1 3 3

Discharge valve
plate Piece 4 3 12

Three stage intake
valve set Piece 1 3 3

Three stage
exhaust valve set Piece 1 3 3

O Ring Piece 2 1 2

At 6000+12000H

Φ75×2.65O Ring Piece 1 1 1

Φ75×2.65Shaped
O-ring Piece 1 1 1

Crosshead guide
ring Piece 6 1 6

Lubricating grease Piece 2 1 2

Packing group Piece 9 1 9
 
 
As a professional oxygen machine and nitrogen machine factory, we provide a complete range of original air
compressor maintenance accessories and supercharger maintenance accessories .We are willing to answer
all kinds of questions and provide solution suggestions about this type of equipments and hope to establish a good
cooperative relationship with global equipment dealers and end users.

Anyway, when you have any problems about maintenance problems, please feel free to contact us. We are here and willing for
help!
 
Anshan Jiapeng Oil-free oxygen filling Booster key parameter

Lots Booster
Model

Input
Pressure
Mpa

OutLet
Pressure
Mpa

Flow rate
Nm³/h Power kw Cylinder

diameter Inlet Size Outlet Size Size mm Weigth kg REV r/min

1 WWY-(1-
5)/4-150 0.4 15 5 4 Φ50+Φ30+

Φ20 Rc1/2 G5/8 1350*850*
1100 380 470

2 WWY-
10/4-150 0.4 15 10 5.5 Φ65+Φ36+

Φ20 Rc1/2 G5/8 1350*1050
*1100 410 470
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3 WWY-
15/4-150 0.4 15 15 7.5 Φ65+Φ36+

Φ20 Rc1/2 G5/8 1350*1050
*1100 420 640

4 WWY-
20/4-150 0.4 15 20 11 Φ70+Φ36+

Φ20 Rc1/2 G5/8 1350*1050
*1100 430 580

5 WWY-
25/4-150 0.4 15 25 11 Φ70+Φ36+

Φ20 Rc1/2 G5/8 1350*1050
*1100 430 640

6 WWY-
30/4-150 0.4 15 30 15 Φ90+Φ50+

Φ30 Rc1/2 G5/8 1350*1050
*1100 450 470

7 WWY-
35/4-150 0.4 15 35 15 Φ90+Φ50+

Φ30 Rc1/2 G5/8 1350*1050
*1100 450 470

8 WWY-
40/4-150 0.4 15 40 15 Φ90+Φ50+

Φ30 Rc1/2 G5/8 1350*1050
*1100 450 580

9 SWY-45/4-
150 0.4 15 45 18.5

2-
Φ70+Φ50+
Φ30

Rc1 G5/8 1450*1100
*1250 520 580

10 SWY-50/4-
150 0.4 15 50 18.5

2-
Φ70+Φ50+
Φ30

Rc1 G5/8 1450*1100
*1250 520 580

11 SWY-55/4-
150 0.4 15 55 18.5

2-
Φ70+Φ50+
Φ30

Rc1 G5/8 1450*1100
*1250 520 580

12 SWY-60/4-
150 0.4 15 60 22

2-
Φ70+Φ50+
Φ30

Rc1 G5/8 1450*1100
*1250 540 640

13 SWY-65/4-
150 0.4 15 65 22

2-
Φ70+Φ50+
Φ30

Rc1 G5/8 1450*1100
*1250 540 720

14 SWY-70/4-
150 0.4 15 70 22

2-
Φ70+Φ50+
Φ30

Rc1 G5/8 1450*1100
*1250 540 720

15 WWY-
75/4-150-II 0.4 15 75 15*2 (Φ90+Φ50

+Φ30)*2 Rc1 G5/8 2800*1250
*1200 1060 580*2

16 WWY-
80/4-150-II 0.4 15 80 15*2 (Φ90+Φ50

+Φ30)*2 Rc1 G5/8 2800*1250
*1200 1060 580*2

17 WWY-
85/4-150-II 0.4 15 85 15*2 (Φ90+Φ50

+Φ30)*2 Rc1 G5/8 2800*1250
*1200 1060 580*2

18 SWY-90/4-
150-II 0.4 15 90 18.5*2

(2-
Φ70+Φ50+
Φ30)*2

Rc1 G5/8 2900*1320
*1300 1260 580*2

19 SWY-95/4-
150-II 0.4 15 95 18.5*2

(2-
Φ70+Φ50+
Φ30)*2

Rc1 G5/8 2900*1320
*1300 1260 580*2

20
SWY-
100/4-150-
II

0.4 15 100 18.5*2
(2-
Φ70+Φ50+
Φ30)*2

Rc1 G5/8 2900*1320
*1300 1260 580*2

21
SWY-
105/4-150-
II

0.4 15 105 18.5*2
(2-
Φ70+Φ50+
Φ30)*2

Rc1 G5/8 2900*1320
*1300 1260 580*2

22
SWY-
110/4-150-
II

0.4 15 110 18.5*2
(2-
Φ70+Φ50+
Φ30)*2

Rc1 G5/8 2900*1320
*1300 1260 580*2

23
SWY-
115/4-150-
II

0.4 15 115 22*2
(2-
Φ70+Φ50+
Φ30)*2

Rc1 G5/8 2900*1320
*1300 1350 640*2

24
SWY-
120/4-150-
II

0.4 15 120 22*2
(2-
Φ70+Φ50+
Φ30)*2

Rc1 G5/8 2900*1320
*1300 1350 640*2

25
SWY-
125/4-150-
II

0.4 15 125 22*2
(2-
Φ70+Φ50+
Φ30)*2

Rc1 G5/8 2900*1320
*1300 1350 640*2

26
SWY-
130/4-150-
II

0.4 15 130 22*2
(2-
Φ70+Φ50+
Φ30)*2

Rc1 G5/8 2900*1320
*1300 1350 720*2

27
SWY-
135/4-150-
II

0.4 15 135 22*2
(2-
Φ70+Φ50+
Φ30)*2

Rc1 G5/8 2900*1320
*1300 1350 720*2

28
SWY-
140/4-150-
II

0.4 15 140 22*2
(2-
Φ70+Φ50+
Φ30)*2

Rc1 G5/8 2900*1320
*1300 1350 720*2

 
1. The basic parameters listed in this table can be confirmed according to the actual working conditions 
2. Touch display PLC control 
3. Remote control (optional) 
4. With water tank and circulating pump without external pipeline 
5. With outlet pressure,temperature sensor, overload, overheating, cooling water fault shutdown 
6.Failure item cyclic scrolling prompt 
7.Operation time display, maintenance cycle prompt
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Room 101, Building 19, No. 4388 Dong Shan Avenue, Lin hu Town, Wu Zhong District, Suzhou, China zip
215106

Eco-Tech Suzhou Limited
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